
This warranty card must be presented to an authorized repair / service center before
any repair can be made under the terms and conditions of the warranty.

Dealer:.........................................  Date of Purchase: ......../.........../........  

Model: .........................................  Serial Number: ....................................

To ensure the warranty’s validity, please make sure that your dealer stamps this card at
the time of purchase.  Alternatively, please present a proof of purchase at the authorized
repair / service center.

Terms & Conditions of Warranty:
1. This product comes with a One (1) year’s manufacturer’s warranty. Damaged or 
    defective items received from shipper must be returned within 30 days.
2. The warranty covers repair / replacement of defective product only.
3. Model and serial number must be stated.
4. Opening the unit, voids the above warranty.

WARRANTY

For more information about our product, please visit http://www.icamview.com
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A. System Requirements............................................................
1. Host PC
* CPU: Pentium III 450 MHz and above
* Memory 256 MB and above
* VGA card resolution at least 800 x 600
* CD ROM drive
* Java enabled and compliant Web browser (IE 5.0 and above)

2. Internet Connection for Remote Monitoring
* Broadband internet connection with a minimum of 384K bandwidth.

C. Hardware & Software Installation Procedure.......................
Step 1: Connect LAN & Power Cable

Step 2: Install iCAMView Utility program to locate IP in LAN
a. Install and then run the iCAMView Utility program.

b. The iCAMView Utility program will search for IP Cam within the
    local network and list them in the window on the right (see picture).

Step 3: Launch IP Camera Web User Interface
a. Highlight the unit’s IP address as shown in the Utility window.

b. Click “Launch iCAMView” to open the IP Camera Web User 
    Interface.

B. Description & Network Diagram............................................

c. If the IP Camera is connected to a DHCP router, a LAN IP Address 
    will be shown.

d. Else, to manually assign a LAN IP, click “IP Configuration”.

The host PC and IP Camera must be on the same subnet to be detectable.!
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Click ActiveX 
(when using 
Internet 
Explorer) or 
Java (if using 
Opera/Firefox) 
to open the 
Video window

Utility found the IP Camera LAN 
address. Click to highlight the unit.

NOTE:
When viewing for the first time, 
make sure to accept request to 
install ActiveX Control.  

ActiveX Control must be installed 
in order to view video in Internet 
Explorer.

Click “Launch 
iCAMView” to 
open the IP 
Camera Web 
User Interface
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